
 

334 © JVE INTERNATIONAL LTD. VIBROENGINEERING PROCEDIA. SEP 2015, VOLUME 5. ISSN 2345-0533  

A vibration-based damage identification technique free 
of structural baseline information: experimental 
validation in multi-component plane structure 

H. Xu1, Z. Su2, L. Cheng3, M. S. Cao4 
1, 2, 3Department of Mechanical Engineering, The Hong Kong Polytechnic University,  
Kowloon, Hong Kong SAR 
4Department of Engineering Mechanics, Hohai University, Nanjing, People’s Republic of China 
1Corresponding author 
E-mail: 1hauxu@polyu.edu.hk, 2mmsu@polyu.edu.hk, 3mmlcheng@polyu.edu.hk, 4cmszhy@hhu.edu.cn 
(Accepted 16 September 2015) 

Abstract. A vibration-based method for damage identification was established based on the 
“weak” formulation of Pseudo-excitation (PE) technique. The method can be effectively 
conducted without any prior knowledge of structural baseline parameters, e.g., Young’s Modulus, 
and is capable of detecting multi-damage in both one- and two-dimensional structural components. 
Moreover, relying on point-wise examination of structural dynamic equilibrium conditions, the 
baseline parameters of inspected structure can be inversely estimated in a statistical way, showing 
promising potential in engineering practices. As a proof-of-concept investigation, multi-damage 
in a plane structure, containing both beam and plate components, were identified experimentally 
using the proposed method. 
Keywords: vibration, damage identification, dynamic equilibrium, baseline parameters. 

1. Introduction  

In recent decades, vibration-based damage identification methods have been intensively 
studied and widely applied in engineering practices [1, 2]. The effectiveness of traditional 
vibration-based methods, however, largely depend on the obtainment of benchmark structures and 
baseline signals established numerically or even experimentally, largely hampering the accuracy 
and efficiency of damage identification. To circumvent such a drawback, Pseudoexcitation (PE) 
technique was proposed by the authors [3, 4]. Residing on local examination of structural dynamic 
equilibrium conditions, the PE technique can be used to detect damage with high accuracy, 
independent of any baseline signals and benchmark structures. However, the reliance on some 
baseline parameters of target structures (Young’s Modulus, density, and various geometric 
parameters, etc.) cannot be prevented. 

The PE technique was modified in recent study by assuming point-wise satisfaction of 
dynamic equilibrium along beam structure [5]. With the assistance of advanced signal processing 
techniques, e.g., continuous wavelet transform (CWT), the location of structural damage can be 
clearly identified without the prior knowledge of structural baseline parameters. Moreover, the 
baseline parameters can be inversely estimated in a statistical way, showing valuable potential in 
engineering applications. 

In this study, the application of the modified PE technique was extended, capable of 
characterizing multi-damage in two-dimensional structures. The two-dimensional damage index 
was established based on the “weak” formulation of traditional PE technique [6], relying on which 
damage feature can be largely highlighted with effectively reduced noise influence. As a  
proof-of-concept investigation, multi-damage in a plane structure, containing both beam and plate 
components, were identified experimentally using the proposed method. And the estimated value 
of the baseline parameter was compared with the exact value. 

2. Modified PE technique based on “weak” formulation  

The two-dimensional damage index of traditional PE technique can be expressed as [4]: 
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( , ) = Φ( , ) − ℎ ( , ), (1a)

where: 

Φ( , ) = ( , ) + 2 ( , ) + ( , ). (1b)

In the above equations, ( , ) is the vibration displacements;  is the bending stiffness equal 
to ℎ /12(1 − ) ; , , , ℎ  and  are the Young’s Modulus, density, Poisson’s ratio, 
thickness and angular vibration frequency of the plate, respectively. 

It is obvious that a variety of baseline parameters, including Young’s modulus and various 
geometric parameters, should be known in order to construct Eq. (1a). To eliminate the 
dependence on structural baseline information, Eq. (1a) is modified as: ℑ( , ) = Φ( , ) − ∗ ( , ), (2a)

where ∗ = ℎ / . It can be seen that all the baseline parameters are include in ∗.  
To reduce the influence from measurement noise in experimental circumstance, the “weak” 

formulation of PE technique was proposed in previous study [6], with two-dimensional expression 
written as: ℑ( , ) = ℑ( , ) ( , ) , 

(2b)

where ( , ) is a weighting function; Ξ is a two-dimensional region for the integration operation. 
Based on Eq. (2b), the noise influence can be effectively averaged within Ξ, leading to highlighted 
damage feature. By changing the size of Ξ, the effect of noise reduction and accuracy of damage 
identification can be adjusted. 

3. Statistical estimation of structural baseline information  

In practical applications, assuming there are  points on the inspected plate surface, where the 
vibration displacements are measured, and at a point of without damage existence, Eq. (2b) 
becomes:  ℑ( , ) ( , ) = 0. (3a)

And according to Eq. (2a), ∗ can be derived according to: 

∗ = Φ( , ) ( , ) ( , ) ( , ) . (3b)

At damaged regions, Eq. (3a) does not actually hold, and ∗ will show fluctuated distribution 
along the plate. The values of ∗ will converge to the exact value statistically. Thus, depending on 
Eq. (3b), ∗  can be inversely estimated based on structural vibration displacements, and the 
damage index expressed in Eq. (2b) can be constructed.  

4. Experimental validation  

A plane structure containing both plate and beam components is shown in Fig. 1(a) and (b). 
All panels of the structure, with thickness of 3 mm, were made up of Aluminum 6061 with Young 
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modulus of 6.89×1010 Pa, mass density of 2.7×103 Kg/m3, and Poisson’s ratio of 0.27. It can be 
seen that there are five damage zones at the back side of the structure, including four notches (with 
lengths of 4 mm and depths of 1.3 mm) on three beam components and one square damaged zone 
on the plate component (with side length of 8 mm and depth of 1.3 mm). The surface of the 
structure was excited under vibration frequency of 1800 Hz, and a laser scanning vibrometer 
(Polytec® Scanning Vibrometer, PSV-400) was used to scan the vibration displacements of the 
front surface. A square inspection region (with side length of 0.21 m) was selected on the plate 
component to include the square damaged zone. And the vibration displacements of the inspection 
region were shown in Fig. 2(a), it can be calculated that the wavelength of the vibration of the 
plate component, defined as , is approximately 0.21 m. 

 
a) 

 
b) 

Fig. 1. a) Front and b) back view of the plane structures 

 
Fig. 2. Distributions of a) vibration displacements and b) damage index constructed using Eq. (1a),  

within the inspection region of the plate component  

Using the measured vibration displacements in Fig. 2(a), the constructed damage index 
according to Eq. (1a) is shown in Fig. 2(b). It can be seen that even based on the baseline 
parameters of tested structure, the constructed signal is unable to reflect any feature related to the 
damaged zone because of the serious influence from measurement noise. 

The modified PE technique based on “weak” formulation was then applied to identify the 
damage locations. Ξ in Eq. (2b) is set to be a square region, the side length of which is defined as 

. the position of Ξ was adjusted along the plate surface. At every position, ∗ was calculated 
according to Eq. (3b). Subject to ⁄ = 0.4, the distributions of ∗ are shown in Fig. 3. Some 
abnormal values are deemed as outliers distributing outside a pre-defined bandwidth (10 % of the 
standard deviation of the entire data), and were excluded. Then, ∗ was estimated as the average 
value of the remaining data. The estimated ∗ is 10 % larger than the exact value, the error of 
estimation comes from the influence of measurement noise. Finally, by using the estimated ∗, ℑ( , ) was calculated according to Eq. (2b), as shown in Fig. 4(a). It can be seen that the location 
of the damaged zone on the plate component can be clearly identified. 
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The locations of the damage zones in the beam components can be calculated similarly, 
according to the one-dimensional “weak” formulation for beam structure. The identification 
results are presented Fig. 4(b) to (d), respectively. 

  
Fig. 3. Distribution of ∗ within the inspection region of the plate component 

 
a) 

 
b) 

 
c) 

 
d) 

Fig. 4. Distributions of damage indices within a) the plate component  
and b) beam I, c) beam II and d) beam III  

5. Conclusions 

It was demonstrated in the presented study that the PE technique, with its “weak” formulation, 
can be effectively used to detect damage in one- and two-dimensional structures without any prior 
knowledge of structural baseline information. By assuming the point-wise satisfaction of dynamic 
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equilibrium conditions, the baseline parameters can be inversely estimated statistically. It can be 
observed from the experimental results that the method is able to reveal damage location with 
satisfactory accuracy. It is anticipated that based on multi-tests under different frequencies, the 
detection accuracy can be further improved by using data fusion scheme. Moreover, the error of 
estimating the baseline parameter is mainly attributed to measurement noise. Advanced signal 
processing technique should be adopted in further study aimed at increase the accuracy of 
parameter estimation. 

Acknowledgement 

This project is supported by the Hong Kong Research Grants Council via General Research 
Fund (GRF) (Nos. 15214414 and 523313).  

References 

[1] Farrar C. R., Doebling S. W., Nix D. A. Vibration-based structural damage identification. 
Philosophical Transactions: Mathematical. Physical and Engineering Sciences, Vol. 359, Issue 1778, 
p. 131-149. 

[2] Fan W., Qiao P. Vibration-based damage identification methods: a review and comparative study. 
Structural Health Monitoring: an International Journal, Vol. 10, Issue 1, 2011, p. 83-111. 

[3] Xu H., Cheng L., Su Z., Guyader J.-L. Identification of damage in structural components based on 
locally perturbed dynamic equilibrium. Journal of Sound and Vibration, Vol. 330, 2011, p. 5963-5981. 

[4] Xu H., Cheng L., Su Z., Guyader J.-L. Damage visualization based on local dynamic perturbation: 
theory and application to characterization of multi-damage in a plane structure. Journal of Sound and 
Vibration, Vol. 332, 2013, p. 3438-3462. 

[5] Xu H., Su Z., Cao M. S. Dynamic perturbation characteristics for non-baseline structural damage 
diagnosis. Journal of Vibroengineering, Vol. 17, Issue 4, 2015, p. 1796-1804. 

[6] Xu H., Cheng L., Su Z., Guyader J.-L. A pseudo-excitation approach for damage identification: from 
“strong” to “weak” modality. Journal of Sound and Vibration, Vol. 337, 2015, p. 181-198. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.5
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages true
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth 8
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [4000 4000]
  /PageSize [612.000 792.000]
>> setpagedevice


